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1. Lay very carefully and sponge off thoroughly with clean water during laying to prevent scratching 
    and staining.
2. Oxide MUST be used in the mortar. NO natural or white mortar to be used!! This helps to prevent a 
    patchy appearance on the finished veneer.
3. It is important to dry-cut Charcoal bricks to prevent ‘wet slurry’ staining the surface of the bricks.
4. Bricklayer MUST be given explicit instructions on how to lay charcoal colour and MUST read and 
    sign this manual as understood BEFORE laying.
5. Acid wash only if required. DO NOT acid wash without explicit instructions and training from 
    Premier Group.
6. If you choose to seal your bricks, please watch our video regarding this and talk to us first. DO NOT 
    seal without explicit instructions & training from Premier Group. 
7. ALL customers for all Premier brick colours must sign and return the terms and conditions form 
    BEFORE delivery - See Page 60 & 61.

BRICK COLOUR MAY REQUIRE SEALING MUST BE MORTAR MATCHED!

CHARCOAL

SEPIA

WALNUT

IRON STONE

GOLD COAST

STRAW

SPECIAL TERMS AND CONDITIONS FOR CHARCOAL BRICKS:

PLEASE READ ADDITIONAL INFORMATION REGARDING THESE COLOURS ON THE 
FOLLOWING PAGE.
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Premier Brick colours are unique, the most consistent and offer the stunning, timeless beauty you have been 
looking for to build a beautiful home. 

Please read the notes below regarding the darker colours in the range: 

1. Do not lay product that has obvious surface defects.
2. The darker colours will show some fading over time.
3. If the brick is rumbled, the darker colours will show surface scratches that occur due to the rumbling 
    process, more than lighter colours. We do not recommend rumbling the Charcoal, Sepia or Walnut 
    colours. 
4. They will show efflorescence more than lighter colours. Efflorescence is a white powder that can appear 
    randomly on the surface of cement based products.
5. They can be ‘acid washed’ with Premier Acid Wash. Do not attempt this without adequate training from 
    Premier Group. An acid wash will remove efflorescence & superficial scratches.
6. If you wish to seal your brick to reduce efflorescence, use Premier Gloss Sealer. (See previous page)
7. Only seal in the summer months when the bricks are dry. Do not seal if it has rained 7 days prior or is 
    forecasted to rain 7 days after. We also strongly recommend leaving your bricks to cure & weather for 6 
    to 12 months before sealing.
8. You must mortar match darker colour bricks to stop obvious mortar smudging.
9. The bricklayer must be trained how to handle and sponge the bricks before laying.
10. At all times during the bricklaying process, ensure quality is up to the desired standard of the builder and 
     homeowner.
11. A product laid is a product accepted.

If the above isn’t adhered to, Premier Group will not be held liable for any product issues, and the warranty 
will be void.

The above has been read and understood by:

NAME:            ______________________

SIGNATURE:   ______________________

NAME:            ______________________

SIGNATURE:   ______________________

NAME:            ______________________

SIGNATURE:   ______________________

HOMEOWNER BUILDER BRICKLAYER

HOMEOWNER BUILDER BRICKLAYER

HOMEOWNER BUILDER BRICKLAYER
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